14 GAUGE SIDE CHANNEL WELDED

HMFEXPRESS

Butted Edge Polystyrene Core Construction

14 GAUGE INVERTED TOP CAP

(SEE DOOR DETAILS FOR \
"FLUSH CAP” OPTIONS)

7 GAUGE STEEL
HINGE
REINFORCEMENT

PUSH SKIN —|

16 GAUGE 161 LOCK
REINFORCEMENT

DRILLED AND TAPPED |

FOR LATCH PLATE

STANDARD
1-1/8" X 2-1/4"
LATCH PREP.

TO DOOR SKINS @ 8" CL MAX.
(DOOR SKINS WRAP CHANNEL)
*PLEASE SPECIFY FOR SEAMLESS

EDGES

NOTES:

STANDARD 2-1/8"
HOLE W/ 2-3/4" B.S.
FOR 161 LOCK PREP.

14 GAUGE INVERTED
BOTTOM CAP

POLYSTYRENE CORE

EDGES

N

PULL SKIN

—BUTT EDGE FLUSH DOORS AVAILABLE IN 14, 16, AND 18 GAUGE STEEL (CRS OR A60)
—BUTT EDGE EMBOSSED DOORS ARE AVAILABLE IN 18 GAUGE A60 ONLY

—BUTT EDGE DOORS ARE NOT AVAILABLE WITH TEMPERATURE RISE CORES

—BUTT EDGE DOORS ARE HANDED & MUST BE SPECIFIED (LEFT HAND SHOWN)

—UL FIRE RATINGS UP TO 40" X 840"
—SQUARE EDGE STANDARD/ BEVELED UPON REQUEST
—BAKED ON GREY PRIMER FINISH

14 GAUGE SIDE CHANNEL WELDED
A TO DOOR SKINS @ 8" CL MAX.
(DOOR SKINS WRAP CHANNEL)
[ *PLEASE SPECIFY FOR SEAMLESS

14 GAUGE CLOSER
REINFORCEMENT

W\
N

TOP VIEW OF POLYSTYRENE CORE
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