HMF=772255

HMF Express Flush Panel Kit - 1/4” Panel

| Tack Welds (Every 12") |\

| Layered Steel Sheets ————>

| 5/8" x 5/18" Glazing Bead |

1/16" ¥

4—

16 Gauge
Channel

Door Skins
(Gauge Varies)

«—1/16"

Visible Glass

Glazing bead on which side?

Push Side Pull Side

Available Non-Rated Only.

Requires caulking for exterior use.
Available on any gauge door.

Designed for 1/4" panel - 3/8" pocket maximum.




HMF£XPRESS

HMF Express Flush Panel Kit - For 5/16” to 7/8” Panel

| Steel Panel 16 Gauge i 4 DO

| Fiberglass Insulation i

| 5/8" x 5/8" Glazing Bead 1 :
l"—— —'—‘:—711\ Steel Stiffeners may be
oottt | required for rigidity

o (Depending on Size)
5/8" ‘ , |
" *
116" |—

16 Gauge

Channel
Visible Glass

Glazing bead on which side?

Door Skins
(Gauge Varies)

Push Side Pull Side

Available Non-Rated Only.
Requires caulking for exterior use.

Available on any gauge door.

Designed for 5/16" to 7/8" panel - 1" pocket maximum.
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HMF Express Flush Panel Kit - For 1" to 1 1/8” Panel

[ Steel Panel 16 Gauge ——————pf -o-ooooooooooe el

| Fiberglass Insulation |

| 3/8" x 5/8" Solid Bar Stop |

| :
ol \ Steel Stiffeners may be
- required for rigidity
o (Depending on Size)
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16 Gauge
Channel

Visible Glass

Glazing bead on which side?
Door Skins

(Gauge Varies) Push Side Pull Side

Available Non-Rated Only.
Requires caulking for exterior use.

Available on any gauge door.

Designed for 1" to 1 1/8" Panel - 1 1/4" pocket maximum.




